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Table 21: Datasheet of Simpliphi PHI3.4 Smart-Tech 

 
Type Lithium Ferro Phosphate 

Energy Capacity 3.4 kWh 
Usable Energy Capacity 2.75 kWh 

Nominal Voltage 51.2 V 
DC Voltage Range 40 V – 57.6 V 

Max. Charge Current 33 A 
Depth of Discharge Up to 100% 

Full Cycles 10000 
Max. Efficiency 98% 

Self-Discharge Rate <1% loss per month 
Operating Temperature Range -20°C to 60°C 

Warranty 10 years 
Scalability Yes 

Compatible Inverter Most Industry Standard Hybrid Inverter/charge 
Built-in Inverter No 

Off-Grid Capability Yes 
Dimension (W/H/D) 343 / 356 / 203 mm 

Weight 34.8 kg 
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Table 22: Datasheet of Tesla Powerwall 2 

 
 

Type Lithium-ion 
Battery 

Energy Capacity 14 kWh 
Usable Energy Capacity 13.5 kWh 

Nominal Voltage 50 V 
Continuous Output Power 5 kW 

Max. Output Power 7 kW, 10 sec 
Round-Trip Efficiency 90% 

AC Output 
Nominal Voltage 120/240 V 

Nominal Frequency 60 Hz 
Continuous Output Power 5.8 kVA 

Max. Output Power 7.2 kVA, 10 sec 
General Data 

Warranty 10 years 
Scalability Up to 10 units 

Certification UL 1642, UL 1741, UL 1973 
Operating Temperature Range -20°C to 50°C 

Enclosure Protection Rating IP 67/ NEMA 3R 
Built-in Inverter Yes 

Off-Grid Capability Yes 
Dimension (W/H/D) 755 / 1150 / 155 

Weight 125 kg 
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